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Material options: Stainless steel AISI 304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum
Finish options : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated
See material & finish option charts for available product specific selections.

Cable trays
Chemin de cables
Kabelrinnen
KABEJNbHbIE NTOTKN
Kablo kanallary

1)- GE-DAK1

2)- GE-DAK-EK
3)- GE-DAK-SON
4)- GE-DKDB-1

5)- GE-DAK1-D90
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Cable trays

Chemin de cables

GERPAAS

Material options: Stainless steel AISI 304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum
Finish options : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated
See material & finish option charts for available product specific selections.

Kabelrinnen
KABEJbHbLIE NTOTKU

Kablo kanallary

Underfloor Cable Trunkings

GE-DAK1 Part No T W A L kg/m
Underfloor cable ducting system GE-DAK1-17-A25 1 175 25 3000 3.0
Dopeme altykablo kanaly GE-DAK1-17-A28 1 175 28 3000 4.00
Mop nonbi kabenbHbix N0TKoB GE-DAK1-17-A30 1 175 30 3000 450
A
T
W
L
A
GE-DAK2 Part No T w A L kg/m
Two compartment underfloor cable ducting system GE-DAK2-25-A25 1.2 250 25 3000 5.70
i kompartmanlydépeme altykablo kanaly GE-DAK2-25-A28 1.2 250 28 3000 6.20
Mop nonbi kabenbHbix N0TkOB GE-DAK2-25-A30 1.2 250 30 3000 6.80
A
T
W
L

GE-DAK3 Part No T W A L kg/m
Three compartment underfloor cable ducting system GE-DAK3-22-A25 15 270 25 3000 7.70
Ug kompartmanlydépeme altykablo kanaly GE-DAK3-27-A28 15 270 28 3000 8.40
Mo nonbi kabenbHbIx 10TKoB GE-DAK3-27-A30 15 270 30 3000 9.20
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Cable trays

Chemin de cables

GERPAAS

Material options: Stainless steel AISI 304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum
Finish options : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated
See material & finish option charts for available product specific selections.

Kabelrinnen
KABEJbHBIE NTOTKN

00000

Kablo kanallary

Underfloor Cable Trunkings

GE-DAK1-D90 Part No T W A L kg/m
90° Elbow GE-DAK1-D90-17-A25 1 175 25 130 0.90
90° Dirsek GE-DAK1-D90-17-A28 1 175 28 130  1.00
90 rpapyca nokoTk GE-DAK1-D90-17-A30 1 175 30 130  1.15

A
T
W
GE-DAK2-D90 Part No T W A L kg/m
90° EI_bOW GE-DAK2-D90-25-A25 1.2 250 25 130 1.43
38“ Dirsek GE-DAK2-D90-25-A28 1.2 250 28 130 1.60
rPayca nokote GE-DAK2-D90-25-A30 12 250 30 130  1.75
A
T
W
GE-DAK3-D90 Part No T W A L kg/m
90° El_bOW GE-DAK3-D90-27-A25 1.5 270 25 130 2.00
gg" Dirsek GE-DAK3-D90-27-A28 1.5 270 28 130 2.20
agyca Inoko
rpapyca nokote GE-DAK3-D90-27-A30 15 270 30 130  2.40
A
T
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Cable trays

Chemin de cables

GERPAAS

Material options: Stainless steel AISI 304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum
Finish options : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated
See material & finish option charts for available product specific selections.

Kabelrinnen
KABEJBbHbLIE TOTKU

Kablo kanallary

Underfloor Cable Trunkings

GE-DAK-SON

End Plate
Sonlandyrma Elemany
EAvHuua koHua

Part No

GE-DAK-SON-17-A25
GE-DAK-SON-17-A28 175 28  1.00
GE-DAK-SON-17-A30 175 30 1.15
GE-DAK-SON-25-A25 1.2 250 25 143
GE-DAK-SON-25-A28 1.2 250 28  1.60
GE-DAK-SON-25-A30 1.2 250 30 175
GE-DAK-SON-27-A25 1.5 270 25  2.00
GE-DAK-SON-27-A28 1.5 270 28 220
GE-DAK-SON-27-A30 1.5 270 30 240

175 25 0.90

Ll |

w
.
A
GE-DAK-EK Part No T W A kg
(E:l‘(’r;ecmr, GE-DAK-EK-17-A25 1 175 25 018
emany
Casayiouii anemenT GE-DAK-EK-17-A28 1 175 28 0.9
GE-DAK-EK-17-A30 1 175 30  0.20

GE-DAK-EK-25-A25 1.2 250 25 0.30
GE-DAK-EK-25-A28 1.2 250 28 0.33
GE-DAK-EK-25-A30 1.2 250 30 035
GE-DAK-EK-27-A25 15 270 25 037
GE-DAK-EK-27-A28 1.5 270 28  0.40
M GE-DAK-EK-27-A30 15 270 30 043
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® @ cabletrays
GERPAAS @«
@ Kabelrinnen
- . _ _ , @ «ABENLHBIE NOTKM
Material options: Stainless steel AISI 304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum i
Finish options : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated ® Kablo kanallary
See material & finish option charts for available product specific selections.
Underfloor Cable Trunkings
GE-UFT1 _ Part No T W A L  kgm
Underfloor cable trunking system GE-UFT1-5-A25 15 50 25 3000 230

Dopeme altykablo kanaly

Moa nosnbl kabenbHbIX JIOTKOB GEUFT1-7-A25 15 25 2.90
GE-UFT1-10-A25 1.5 100 25 3000 3.50
GE-UFT1-5-A32 15 50 32 3000 2.50
GE-UFT1-7-A32 15 75 32 3000 3.10
A | m IEEU GE-UFT1-10-A32 1.5 100 32 3000 3.70
LT GE-UFT1-5-A38 15 50 38 3000 2.80
W GE-UFT1-7-A38 15 75 38 3000 3.40
GE-UFT1-10-A38 1.5 100 38 3000 4.00
GE-UFT1-5-A40 15 50 40 3000 3.10
GE-UFT1-7-A40 15 75 40 3000 3.70
GE-UFT1-10-A40 1.5 100 40 3000 4.30

GE-UFT1-D30 Part No T W A L kg
90° Elbow GE-UFT1-D90-5-A25 15 50 25 200 095

90° Dirsek

GE-UFT1-D90-7-A25 15 75 25 200 1.20
GE-UFT1-D90-10-A25 1.5 100 25 200 1.40
GE-UFT1-D90-5-A32 15 50 32 200 1.00
GE-UFT1-D90-7-A32 15 75 32 200 1.25
GE-UFT1-D90-10-A32 1.5 100 32 200 1.50
A | || | II || | | II GE-UFT1-D90-5-A38 15 50 38 200 1.15
W =T GE-UFT1-D90-7-A38 15 75 38 200 1.40
GE-UFT1-D90-10-A38 1.5 100 38 200 1.60
GE-UFT1-D90-5-A40 15 50 40 200 1.25
GE-UFT1-D90-7-A40 15 75 40 200 1.50
GE-UFT1-D90-10-A40 1.5 100 40 200 1.75

90 rpagyca nokoTb
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Cable trays

Chemin de cables

GERPAAS

Material options: Stainless steel AISI 304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum
Finish options : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated
See material & finish option charts for available product specific selections.

Kabelrinnen
KABEJbHbLIE NTOTKU

Kablo kanallary

Underfloor Cable Trunkings

GE-UFT-SON

End Plat Part No T W A kg
" a? . GE-UFT-SON-5-A25 15 50 25 0.23
Sonlandyrma Elemany
GE-UFT-SON-7-A25 15 75 25 0.29

EAnHuua koHua
GE-UFT-SON-10-A25 1,5 100 25 0.35

GE-UFT-SON-5-A32 15 50 32 025
GE-UFT-SON-7-A32 15 75 32 031
GE-UFT-SON-10-A32 1.5 100 32 037
GE-UFT-SON-5-A38 15 50 38 0.28
GE-UFT-SON-7-A38 15 75 38 0.34
GE-UFT-SON-10-A38 1.5 100 38  0.40
GE-UFT-SON-5-A40 15 50 40 031
GE-UFT-SON-7-A40 15 75 40  0.37

A GE-UFT-SON-10-A40 15 100 40 0.43
w
T—
GE-UFT-EK Part No T W A kg
Connector
Ek Elemany GE-UFT-EK-5-A25 15 50 25 0.25
CBA3yIOLMit SNeMeHT GE-UFT-EK-7-A25 15 75 25 0.30
GE-UFT-EK-10-A25 1.5 100 25 0.40
GE-UFT-EK-5-A32 15 50 32 0.27
GE-UFT-EK-7-A32 15 75 32 0.35
GE-UFT-EK-10-A32 15 100 32 0.40
GE-UFT-EK-5-A38 15 50 38 0.30
GE-UFT-EK-7-A38 15 75 38 0.37
GE-UFT-EK-10-A38 1.5 100 38 0.45
GE-UFT-EK-5-A40 15 50 40 0.35
A GE-UFT-EK-7-A40 15 75 40 0.40
GE-UFT-EK-10-A40 15 100 40 0.50
W
T—

154




Cable trays

Chemin de cables

GERPAAS

Material options: Stainless steel AISI 304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum
Finish options : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated
See material & finish option charts for available product specific selections.

Kabelrinnen
KABEJIbHbIE JTOTKW

Kablo kanallary

Underfloor Cable Trunkings

GE-DKDB-1
Junction Box c/w Service Box
Buat, priz kutusu ile birlikte

Part No

GE-DKDB-1 15

[MognonkbHble pacnpenenuTensHOn Kopobke

Used as crossing or connection box in
underfloor ducting systems.

Junction box has its individual cover lid
with the same material thickness.
Underfloor cable trays (ducts) can be
inserted and be connected to the junction
box through the plastic removable lids on
front.

Plastic removable lids provide multi
dimensional connections.

Plastic lids enable level adjustment with
adjustment bolts.

Adjustment toleration is 15mm.
Hard plastic made heat resistant outlet
assembly frame allows connection for 2
power outlets and 3 data outlets.
Underfloor cable tray must be inserted
through the plastic removable lids on front.
Outlets must be ordered separately.

Service box

Dopeme altykablo kanaly sistemlerinde
badlanty elemany veya buaty olarak
kullanyhyr.

Kapadytaban sacyile aynykalyniyktadyr.
Buata kanallar yandaki plastik
kapaklardan surilerek monte edilir.
Buatyn kdpelerinde yer alan civatalar ile
buatyn alt Gniteden yikseklidi ayarlanyr.
Buatyn icindeki priz kutusunun 3 enerji
prizi ve 2 data prizi kapasitesi vardy.
Ayar toleransy15 mm dir.

Prizler ayryca siparip edilmelidir.

\deal solution for use in underfloor energy
systems in offices, business centers, and more.

Material: Polymid plastic.

Outlets

GE-OUT-1
UPS outlet

GE-OUT-2
Earth outlet

270 65 350 2.40

Mcnonb3yeTca Kak nepexop nnu coefuHNTENbHO
KOpOOGKe B MO BO3[yXOBOAbI CUCTEM.
PacnpepenutenbHas KopobKa rMeeT CBOIA
VNHANBUAYaNbHbIV KPbILLKA KPbILLIKa C TOM e TONLMHbI
MaTepuana. O6noxka Kpbiwka Mountable

C nomoLybto 60nToB. MoanonbHble KabenbHbIX TOTKOB
(NPOTOKM) MOXKET BbITb JO6ABNEHO 1 ObITb
NMOLKIIOUEHbI K pacnpefennTenbHOR KopobKe yepes
CbeMHadA NiacTMKoBas KpbILWKa Ha GPOHT.
MnacTnkoBble KPbILWKY NO3BOSIUTL PETYIVPOBKHN
YPOBHS C perynmpoBkoi 60nToB. HacTpoiika
Tepnumbim AnaeTca 15 mm.

KapocToinkne Accambnen po3eTky nnacTuka
No3BONAET CBA3N B TeUeHme 3 (aneKTpudeckni) + 2
(maHHbIX) Touek MMoanonbHble KabenbHOro NoTKa
[OMKHa bbITb BCTaB/IeHa Yepes NnacTUKOBble CbeMHble
KPbILWKM Ha GpOoHTXIMNaCcTUKOBbIE KPbILIKU MO3BONTL
perynvpoBKU yPOBHSA C perynmpoBKoi 60nTos.
Po3eTOK AOMKHbI ObITb 3aKa3aHbl OTAENbHO.

GE-OUT-3
Phone socket
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